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#29 Drill pilot hole
1" deep (2 places)

4¹³⁄₁₆"
to screw 
center

8⁹⁄₁₆"
to screw 
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Cut out 
material this 
side only
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(4 places)

7"

¹¹⁄₁₆"

3¹⁄₂"

¹³⁄₁₆"

2¹⁄₄" Door

Latch case

¹⁄₄"
¹⁄₄"

1"

1³⁄₈"

1"

1³⁄₈"

#25 Drill pilot hole
1¹⁄₂" deep, 4 places

Latch case

Latch Case (Drill top of door)

3¹⁄₁₆"

6³⁄₁₆"

Fire Rated Only
Ø ⁵⁄₃₂"
1¹⁄₂" Deep
(2 places)

Inside face of lock stile, LHR door
(RHR opposite)

Device

Lock
Front

1²⁷⁄₃₂"

1³⁄₄"
Depth of hole

3³⁄₈"
Depth of hole

Fire latch strike
Door leaf

Fire latch assembly
Door leaf

6" from
bottom of

door

1" Dia.

⁷⁄₈" Dia.Door Door

• Fire barrier and intumescent is required. See   
 instruction 24739468 for details.

98/9950WDC-LBL
98/9950WDC-F-LBL (20-MINUTE WOOD DOOR APPLICATION)
CONCEALED VERTICAL DEVICE


